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BITUMINOUS TAPER DETAIL

TYPICAL BUTT JOINT AND BITUMINOUS TAPER
FOR RESURFACING ONLY

¥ sk PC CONCRETE, BITUMINOUS OR BITUMINOUS RESURFACED PAVEMENT.
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OPTION 2
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NOTES

=

MAINLINE ROADWAYS AND MAJOR SIDE ROADS.

w

MINCR SIDE RGADS,

¢ THE TEMP. RAMP SHALL BE CONSTRUCTED IMMEDIATELY UPON REMOVAL
OF THE EXISTING BITUMINOLIS SURFACE.

)

THE BUTT JOINT SHALL STRUCTED IMMEDIATELY
PRIDR TO PLACING THE PROPOSED BITUMINOUS COURSES.

: TAPER THE TEMP. RAMP AT & RATE OF 9C0 (3 ft. PER INCH OF MILLING THICKNESS.

F: INSTALLATION AND REMOVAL OF THE .35 m (4.5 TEMP. BIT. RAMP WILL BE FPAID
AS “BITUMINQUS SURFACE REMOVAL - BLTT JOINT.

LE 406.18 AND 406.24 CF THE STANDARD SPECIFICATIONS

FOR "BITUMINOUS AND PCC SURFACE REMOVAL, BUTT JGINT™,

i

% SEE TYPICAL SECTIONS FOR MILLING THICKNESS.

S. m (207 PER 25 (1) RESURFACING (NOTE A’ ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
3.0 m (107 PER 25 () RESURFACING (NOTE "B

OTHERWISE. SHOWN.

ILLINOIS DEPARTMENT OF TRANSPORTATION
NA%EEVISIONS e BUTT JOINT AND
THE BUTT JOINT WILL BE PAID FOR PER SOUARE METER (SOUARE YARD.) 3551 BITUMINOUS TAPER
AS  “BITUMINOLS SURFACE REMOVAL - BUTT JOINT” OR M. DE_YONG 6:13-90
A4S “PORTLAND CEMENT CONCRETE SURFACE REMOVAL- BUTI M. DE YONG 1-5-90 DETAILS
TYPICAL BUTT JOINT AND BITUMINOUS TAPER oI - ’ i i b._DE YONG 03}?9}9;
FOR MILLING AND RESURFACING T e 10/257941 seaLE: NoNE ORAMN BY
M. COMEZ 04/06/01] DATE PLOTTED:10/18/2002 CHECKED BY

DAT E-TIME> BD400~05  (VI=BD32)
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